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Abstract
Gas turbine performance improvement is strictly linked to the attainment of higher maximum temperature, hence heat load man-
agement becomes an essential activity.
This paper presents a decoupled procedure aimed to predict cooling performances and metal temperatures of gas turbine blades
and nozzles: needed inputs are evaluated by diﬀerent tools (CFD, in-house ﬂuid network solver, thermal FEM). The procedure is
validated on two diﬀerent test cases: an internally cooled vane (Hylton et al.[1]), and an internally and ﬁlm cooled vane (Hylton
et al.[2]). Metal temperature and adiabatic eﬀectiveness distributions are compared against experimental data and results from a
fully 3D coupled CHT CFD analysis.
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1. Introduction
In order to improve gas turbines performances, in terms of higher thermodynamic eﬃciency and power output,
combustor exit temperature levels must be increased and coolant ﬂow rate reduced. An accurate assessment of thermal
load is the key to correctly predict the life of the hot gas path components. Gas turbine blades can be considered as
ones of the most critical components due to their exposure to high thermal and centrifugal loads. Considering that
small variations of blade temperature can lead to a strong reduction of blade lifespan, accurate numerical methods and
tools are required. Hence, it is necessary to consider both ﬂuid-dynamic and thermal conduction phenomena. The
Conjugate Heat Transfer (CHT) analysis can be accounted as an indispensable tool to improve the performance and
reliability of the gas turbine engine.
Conjugate procedures can be classiﬁed into two main categories, depending on the method used to solve the speciﬁc
equation set of the problem: Coupled Approach and Decoupled (or Segregated) Approach. The former consists of the
simultaneous solution of the equation set which characterizes diﬀerent ﬁelds. The great advantage of this method is
that the coupling interfaces become part of the solution domain so that continuity of the temperature and heat ﬂux at
the interfaces is implicitly guaranteed, although this approach may lead to a diﬃcult convergence (Zhenfeng et al.[3]).
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In the Decoupled Approach each ﬁeld is solved separately to provide boundary conditions for the other ones, therefore
an exchange of information at the interface of the contiguous domains becomes necessary. Since both internal and
external heat transfer deeply depends on the wall temperature, an iterative procedure is hence necessary to ensure the
continuity of temperature and heat ﬂuxes at the ﬂuid-solid interface. So, in each iteration the heat transfer coeﬃcients
and ﬁlm eﬀectiveness are computed assuming a ﬁxed wall temperature distribution.
Several works dealing with Conjugate Heat Transfer (CHT) problems on gas turbine components can be found in
literature. Bohn et al.[4,5] described their Conjugate Calculation Technique (CCT) applied to gas turbine vanes and
blades. Takahashi et al.[6] applied conjugate analysis of heat transfer inside and outside a ﬁrst rotor blade of a gas
turbine to predict the metal temperature. Heidmann et al.[7] simulated the three-dimensional coupled internal/external
ﬂow-ﬁeld of a realistic ﬁlm cooled turbine blade. Li and Kassab[8,9], Kassab et al.[10] proposed an alternative
approach that couples ﬂuid and thermal solutions combining Finite Volume Method (FVM) approach to solve ﬂuid
domain and Boundary Element Method (BEM) to solve solid conduction. In conclusion, most CHT methods are
based on Finite Volume Method, Finite Element Method and Boundary Element Method or by combinations of them.
Since a decoupled approach allows to choose the best method for solving each domain, an interesting solution
can be the use of one-dimensional thermo-ﬂuid network approach in order to solve the internal ﬂuid cooling system.
Use of one-dimensional models for solving ﬂuid network elements represents an accurate and robust design tool
for evaluating global parameters (like pressure losses or heat transfer coeﬃcient) if these models refer to a robust
set of commonly used best-practice correlations. This kind of approach allows sensitivity analyses, especially for
preliminary considerations or optimization strategies, due to the reduced calculation time. Jelisavcic et al.[11],Martin
and Dulikravich[12] used a ﬂuid network approach to perform a multidisciplinary optimization of internal cooling
passages. Carcasci and Facchini[13], Carcasci et al.[14] performed a blade-to-blade thermal analysis of a PGT10
rotor blade and a vane of PGT2 gas turbine. Zecchi et al.[15] showed the reliability of a preliminary design stage
procedure involving a ﬂuid network approach performing a CHT analysis of NASA C3X test case. None of the cited
works however can be accurately used to predict the full 3D metal temperature distribution of a blade, being mainly
conceived for the optimization of internal cooling geometry or based on 2D conductive solutions.
An iterative procedure developed to solve a conjugate heat transfer problem in a decoupled way was recently
presented by Andreini et al.[16,17]: this methodology has been applied on a ﬁrst rotor blade of a heavy duty gas
turbine. In this methodology the internal cooling system is modelled by an in-house one-dimensional thermo-ﬂuid
network solver, external heat loads and pressure distributions are evaluated through 3D CFD and heat conduction
through the solid is computed through a 3D FEM solution. The proposedmethodology is placed in the middle between
fully 3D CFD tools, that require a complete meshing of the cooling system, and classical ﬂuid network-based tools
coupled with simpliﬁed conductive models. It allows, in fact, to contain computational costs, mainly related to CFD
discretization of cooling features, obtaining nevertheless results with an adequate overall accuracy. This characteristic
is the main innovative nature of the new procedure, assuring its feasibility in both preliminary and detailed design
phases.
The aim of this work is to validate and compare the above mentioned decoupled procedure under diﬀerent cool-
ing scheme conﬁgurations against experimental data and fully coupled CHT simulation. Two typical blade cooling
schemes have been considered: one employs ten internal radial cooling channels and the other one adds showerhead
and ﬁlm cooling rows to the previous conﬁguration. Comparisons are presented in terms of metal temperature, airfoil
static pressure and adiabatic eﬀectiveness proﬁles.
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Nomenclature
AxCh Axial chord [m]
D Diameter [m]
f Friction factor [−]
HTC Heat transfer coeﬃcient [W/m2K]
k Thermal conductivity [W/mK]
m˙ Mass ﬂow [kg/s]
L Length [m]
P Pressure [Pa]
Pr Prandtl number [−]
q˙ Wall heat ﬂux [W/m2]
Re Reynolds number [−]
T Temperature [K]
X Axial coordinate [m]
y+ Dimensionless wall distance[−]
Acronyms
LE Leading Edge
PS Pressure Side
S S Suction Side
Greeks
ηaw Adiabatic eﬀectiveness
Subscripts and Superscripts
aw Adiabatic wall
eq Equivalent
ext External
int Internal
re f Reference
s Static
t Total
w Wall
2. CHT decoupled procedure
The procedure, presented in this paper, is able to perform conjugate heat transfer analysis of gas turbine blades
and nozzles in a decoupled way. The interactions between various solvers, each one solving a speciﬁc part of the
conjugate heat transfer analysis, are ruled by ad hoc tools. The simpliﬁed block diagram in Figure 1 shows the main
solvers and tools involved in the procedure. Some features of the procedure are presented below. For a more detailed
description, the reader is referred to [16] and [18].
2.1. 1D Fluid Network Solver (SRBC)
The internal cooling system is modelled using an in-house developed one-dimensional steady state ﬂuid network
solver in which the most common cooling techniques and patterns are implemented. The heat transfer coeﬃcient
and the pressure losses of each model representing a cooling system is evaluated by a set of correlations collected in
literature during years. Further details about the solver can be found in [14] and [13].
2.2. 3D CFD
External thermal loads and pressure distribution are provided by dedicated 3D CFD computations. The decoupled
nature of the presented CHT procedure involves the use of HTC and Taw to express external loads on blade surface
and an external static pressure ﬁeld as input for the ﬂuid network solver to obtain the right β for each ﬁlm cooling
hole.
The role played by CFD analysis inside the decoupled procedure is limited to:
• an adiabatic simulation to provide Taw and ps,ext ;
• a ﬁxed wall temperature simulation for each overall iteration to provide HTCext values.
At each iteration of the overall procedure, the ﬁxed wall temperature simulation is carried out using the most
updated wall metal temperature distribution as input. Therefore, in order to keep a consistent deﬁnition of HTC
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Fig. 1: Block diagram of the iterative decoupled procedure.
despite the local values of adiabatic wall temperature, aﬀected by the mixing with purge ﬂows, the expression used is:
HTCext =
q˙
(Taw − Tw)
(1)
where q˙ is the wall heat ﬂux, Taw (the adiabatic wall temperature obtained from the adiabatic simulation) is the
reference temperature value and Tw is the wall temperature. Such deﬁnition of HTCext is chosen with the purpose of
avoiding an equation denominator value equal to 0.
The eﬀect of coolant ﬁlm, in terms of Taw, is computed through speciﬁc correlations (as explained in the following
section).
2.3. Film cooling and holes heat sink eﬀect
The ﬁlm cooling eﬀect is evaluated from the ﬂuid network solver by computing, along prearranged radial sections
of the blade, the adiabatic eﬀectiveness using the L’Ecuyer and Soechting[19] correlation for cylindrical holes and the
correlation proposed by Colban et al.[20] for shaped holes: ﬁlm superposition is handled by the formula proposed by
Sellers[21]. Local external conditions required as input by the correlations (pressure, gas velocity and temperature),
are obtained from the adiabatic CFD simulation. The resulting distribution of adiabatic ﬁlm eﬀectiveness is then
interpolated on the 3D surface of the airfoil and local values of adiabatic wall temperature (Taw), predicted by the
CFD simulation, are corrected according to the deﬁnition of adiabatic eﬀectiveness:
T
eq
aw,ext = Taw − ηaw(Taw − Tc) (2)
where ηaw is the local value of adiabatic eﬀectiveness after the interpolation from the correlation data and Tc the
coolant temperature exiting from each hole (computed by the ﬂuid network solver).
The heat removal due to convection through the ﬁlm cooling holes has been taken into account considering the
Dittus Boelter convection correlation coupled to a correction to handle the eﬀect of length-to-diameter ratio below 10
[22]. This approach allows to avoid ﬁlm cooling holes meshing, strongly reducing the computational costs.
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2.4. FEM 3D Thermal conduction model
Finally, once external and internal thermal loads are computed, conduction through the metal of the blade can be
solved. The procedure uses the FEM module of ANSYSR© v.14. External load values (HTCext and T
eq
aw,ext), obtained
by CFD and ﬁlm cooling steps, are interpolated on external blade surfaces of FEM mesh (airfoil, endwalls). In the
same way internal loads coming from the ﬂuid network solver, in terms of HTC and Taw, are interpolated on the
internal cavities of the blade. The entire set of interpolation steps is completely managed by automated tools coupled
with the ANSYSR© Workbench environment. FEM grid is clustered enough to limit discretization errors due to
interpolation process on non-conformal grids.
2.5. Convergence criteria
The convergence is veriﬁed checking computed wall metal temperature on each mesh node. The procedure conver-
gence is assessed when relative errors between the last two iterations is below 0.1%. Usually less than 10 iterations
are required to get convergence.
3. Internally cooled vane (C3X-1983)
3.1. Description of test case
The ﬁrst analysed cooling conﬁguration is the one related to the well known NASA test case, called C3X-1983,
originally presented by Hylton et al.[1]. The test case is representative of a highly loaded, low solidity airfoil, simu-
lated at engine conditions. The vane is internally cooled by an array of 10 radial cooling holes (Figure 2a).
3.2. Boundary conditions
Boundary conditions of the particular case chosen for this simulation are retrieved from Hylton et al.[1]: the case
is named code 4422, run 112. Deﬁnitive values of total inlet temperatures imposed on cooling channel inlets were
found via an iterative process aimed at matching, for each channel, experimental mass averaged static temperature
[23]. In addition, the total inlet pressure values for each tube, imposed as a boundary for the ﬂuid network solver,
were evaluated following an another iterative process in order to match the experimental mass ﬂow rate and the outlet
static pressure.
(a) Internally cooled geometry (C3X-1983). (b) Internally and ﬁlm cooled geometry (C3X-1988).
Fig. 2: Studied geometries.
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3.3. Numerical setup
3.3.1. Procedure-supporting CFD simulations
Steady-state CFDRANS calculations have been performedwith the commercial 3DNavier-Stokes solver ANSYSR©
CFX v14. In Figure 3, the numerical domain is reported. The ﬂow path boundary conditions have been recovered
from Hylton et al.[1]: total pressure, total temperature, turbulence intensity ad length scale values at the inlet; while
at the outlet, static pressure value is applied.
Compressibility eﬀects have been taken into account and the High Resolution advection scheme has been used. The
ﬂuid has been modelled as ideal gas and the properties of speciﬁc heat capacity, thermal conductivity and viscosity
were expressed as function of temperature. Energy equation has been solved in terms of total energy and viscous
heating eﬀects have been accounted for. The k − ω SST turbulence model, in its formulation made available by the
CFD solver, has been used in conjunction with an automatic near-wall treatment approach. Transition from laminar
to turbulent boundary layer has been taken into account employing the γ − θ model available in ANSYSR© CFX v14
(this choice is driven by a transition model sensitivity analysis against experimental data, here not reported).
The solution convergence has been assessed by monitoring the residuals. Numerical grid is the same employed by
[23]: a 7.3 × 105 elements hexahedral grid (with a y+ on the blade below 0.5).
3.4. FEM setup
The conduction through the metal of the blade is solved by the three-dimensional Fourier’s law solver module of
ANSYSR© v14 (Steady-State Thermal Module). The boundary conditions are both the internal and external thermal
loads derived from the CFD and from the ﬂuid network solver appropriately interpolated on the surfaces of the blade.
The value of thermal conductivitywas speciﬁed to vary linearly with the temperature as reported by Facchini et al.[23]:
k(T ) = 6.811 + 0.020176 · T (3)
The numerical grid consists of about 6.0 × 105 tetrahedral elements (with ten nodes).
4. Internally and ﬁlm cooled vane (C3X-1988)
4.1. Description of test case
The second studied test case is the one presented by Hylton et al.[2], exploiting the same vane geometry described
previously, but with a diﬀerent cooling scheme (Figure 2b). The test vane is internally cooled by the introduction of
an array of 10 radial tubes, and externally cooled by ﬁlm cooling. The ﬁlm cooling scheme consists of holes array on
the leading edge, on the suction side and on the pressure side. The leading edge array employed a showerhead array
of ﬁve equally spaced and staggered holes.
The vane presents a thermal barrier separating the leading edge and the tail region (Figure 2b). All the geometry
characteristics of the vane have been recovered from Hylton et al.[2].
Fig. 3: CFD domain of procedure-supporting simulations. Fig. 4: C3X-1988 conjugate analysis numerical domain.
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4.2. Boundary conditions
Coolant supply conditions for the ten channels were not documented in the original report [2] and the literature is
poor about this information. Laskowski et al.[24] in their work present an inverse procedure for ﬁnding the mass ﬂow
rate and the total inlet temperature for each channel in order to match the experimental metal temperature distribution
at midspan. They provided boundary conditions only for case run 44344 and for this reason it is chosen for the present
analysis.
4.3. Numerical setup
4.3.1. Procedure-supporting CFD simulations
In this case, the numerical domain and grid are the very same grid exploited in the procedure-supporting CFD
simulations of the C3X-1983 test case (Figure 3).
As for the previous case, compressibility eﬀects have been taken into account and the High Resolution advection
scheme has been used. The ﬂuid has been modelled as ideal gas and the properties of speciﬁc heat capacity, thermal
conductivity and viscosity were expressed as function of temperature. Energy equation has been solved in terms of
total energy and viscous heating eﬀects have been accounted for. The k −ω SST turbulence model, in its formulation
made available by the CFD solver, has been used. On the other and, in this case no transitional turbulence model has
been applied due to the presence of ﬁlm cooling holes on the airfoil modifying the external ﬂowpath.
The ﬂow path boundary conditions have been recovered from Hylton et al.[2].
4.3.2. Fully 3D coupled conjugate analysis
In Figure 4, the numerical domain employed in the fully 3D coupled conjugate analysis is depicted. Following the
experimental test rig conﬁguration, the solid blade has been discretized with three diﬀerent solid domains: the blade
LE (where the ﬁlm cooling feeding plena are placed), the blade tail (where the internal cooling tubes are located) and
the insulating thermal barrier between the two solids. The ﬂuid domain comprehend both the hot gas path ﬂow and
the three ﬁlm cooling plena: in this way no interface connections between ﬂuid domains are needed.
Moreover, in order to track the coolant distribution, four transport equations for as much additional passive scalars
representing coolant concentration were solved, settings their value accordingly to the particular plenum, holding the
value 1 at the particular plenum inlet and 0 at the other inlets: one passive scalar for the coolant coming from each
plenum and one passive scalar (coolant) representing the ﬁlm cooling eﬀect of all the coolant.
Blade LE and blade tail solids employ temperature dependent proprieties (following [23]). Concerning the thermal
barrier solid, a low constant thermal conductivity value (0.03 W m−1 K−1) is applied.
Numerical grid is composed by an hybrid (tetra and 20 prism layers at the solid walls) unstructured mesh. The
mesh counts: 2.5× 107 elements for the hot gas and coolant domain, 8.1× 106 for all the solid domains and 6.0× 106
for the internal cooling tubes domain (Figure 4).
As for the the procedure-supportingCFD simulations, the ﬂowpath boundary conditions are recovered from [2], as
for the plena boundary conditions.
As explained above, the coolant supply conditions for the ten channels were not documented in the original report
[2] and they are recovered from [24].
4.4. FEM setup
As for the previous case, the conduction through the metal of the blade is solved by the Steady-State Thermal
Module of ANSYSR© v14. The boundary conditions are both the internal and external thermal loads derived from the
CFD and from the ﬂuid network solver interpolated on the blade surfaces. Thermal conductivity values of LE and tail
bodies is recovered from Eq. 3, while the thermal barrier body conductivity value is the same applied in the conjugate
analysis. For this simulations, the numerical grid consists of about 9.8 × 105 tetrahedral elements (with ten nodes).
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5. Discussion of results
In order to assess the accuracy of the proposed procedure, comparisons with experimental metal temperature values
on the midspan of the blade (as reported in [1] and [2]) will be now discussed. Furthermore, comparison with external
pressure values for internally cooled vane and with adiabatic eﬀectiveness for the ﬁlm cooled vane are reported
to explain the numerical results. Both temperature and pressure values were normalized with the reference values
reported in [1] and [2]. Moreover, concerning Tw/Tre f , error bars of ±2% (as reported in [1] and [2]) are applied.
5.1. Internally cooled vane (C3X-1983)
The 1D ﬂuid network solver allows to manually choose the convection correlation for each model of the network.
Concerning the internal tubes, two diﬀerent correlations have been tested: the Dittus-Boelter correlation for heating
ﬂuid [25] (case 1) and the Gnielinski correlation [26] (case 2). The values of Re, Pr and L/D are inside the range of
applicability of the correlations [22]. The value of the friction factor f found in Gnielinski equation is evaluated by
the ﬂuid network solver using an internal tabular implementation of the Moody chart.
In order to validate the external ﬂow ﬁeld, a comparison of pressure values coming from the procedure-supporting
CFD simulations with the experimental data [1] is presented. Airfoil HTC and Taw values resulting from CFD are
boundary conditions for the ﬂuid network solver and FEM model and they are directly linked with external ﬂow-ﬁeld.
Results are reported in Figure 5a as midspan proﬁle along X/AxCh: a good agreement can be found except for a dip
right before 60% of the SS, probably due to variations of the onset point predicted by the transition model of the CFD
simulation.
Figure 5b shows the comparison between experimental metal temperatures [1] and numerical values coming from
the thermal procedure. Both the cases show a good agreement with the experimental data in terms of both values
and trends, except on the SS due to the underprediction of external pressure values and hence of the heat transfer
coeﬃcient.
5.2. Internally and ﬁlm cooled vane (C3X-1988)
As for the other cooling scheme, two simulations were carried out: one employs Dittus Boelter equation (case
1) and the other employs Gnielinski equation (case 2). A comparison with the conjugated run and experimental
values [2] is reported in Figure 6a (metal temperature values on the leading edge region are not reported by Hylton
et al.[2]): small diﬀerences between simulations with diﬀerent convection correlations can be found. Comparison
with experimental data shows a very good agreement except for small diﬀerences on the pressure side near −40% of
the blade.
In Figure 6b, ηad midspan values are reported: the spikes on the conjugate data are relative to the injection holes,
where the coolant concentrations are equal to 1. Due to very similar ηad values, only case 1 data are reported.
In the region interested in ﬁlm cooling coverage eﬀect, strong 3D phenomena due to the interaction between
jets coming out from the plena and the main ﬂow are present. Besides, as reported above, SS and PS holes are
placed just upstream the suction and pressure recovery region respectively, introducing another solid 3D eﬀect. These
phenomena could explain the diﬀerence in terms of metal temperature and adiabatic eﬀectiveness between procedure
and conjugate results. As can be seen in Figure 6b, where the midspan ηad values evaluated through correlation
(procedure) and conjugate CFD are reported, looking at the LE region (−0.22 ≤ X/AxCh ≤ 0.25), a good agreement
between the two numerical approaches can be seen, in terms of values and trends.
Moving toward the PS, some diﬀerences arise. In Figure 6c, the CFD coolant concentrations in a plane cutting
the axes of near-midspan PS e SS holes is depicted: in particular, only the coolant coming from the two ﬁlm cooling
feeding plena are represented. The adverse pressure gradient on PS leads to a greater boundary layer, and a greater
coolant protection predicted by conjugate analysis, resulting in metal temperature diﬀerences in Figure 6a. The case
1 wall temperature values have a slightly worse agreement in respect to experimental data then conjugate ones. The
correlative-based approach results to not be able to catch these strong 3D interactions. Going ahead towards the
trailing edge, these eﬀects softened (combining with the internally cooling eﬀect of the tubes) leading to a very good
agreement of the results.
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(a) Midspan airfoil static pressure. (b) Midspan wall temperature.
Fig. 5: Comparison with experimental data for the C3X-1983 case.
(a) Midspan metal temperature of the blade. (b) Midspan ηad of the blade. (c) Injected coolant.
Fig. 6: Comparison with experimental data for the C3X-1988 case.
Concerning the SS, looking at the ηad proﬁles in Figure 6b, in the region right after the coolant injection, it is
possible to observe a diﬀerent behaviour of the two simulations: case 1 presents greater values of ηad than conjugate
predictions, leading to a better Tw/Tre f values agreement with experimental data.
Conjugate CFD analysis predicts jets penetration regime as can be seen in Figure 6c: this explains the diﬀerences in
ηad and so in metal temperatures with thermal procedure results. When jets reattach on the surface, for X/AxCh ≥ 0.6,
the numerical agreement improves.
6. Conclusions
A decoupled procedure aimed to predict metal temperature distribution of gas turbine blades and nozzles is pre-
sented. Various inputs needed by the procedure are evaluated by diﬀerent tools. Main ﬂow temperature, pressure
and heat transfer coeﬃcient distributions are estimated by 3D CFD simulations while the internal cooling system of
the blade is modelled by an in-house one-dimensional ﬂuid network solver. The heat conduction through the solid is
computed through a 3D FEM solution. Film cooling holes were treated as heat sinks while the ﬁlm cooling eﬀect is
evaluated by a correlation-based approach: avoiding the discretization of ﬁlm cooling holes in CFD model allows to
strongly reduce the computational costs.
Both internally cooled vane and internally and ﬁlm cooled vane case of NASA-C3X were studied and results were
compared with experimental data. The estimated metal temperature values highlight a good agreement with measured
experimental data except for some diﬀerences due to a diﬃcult transition region prediction for the C3X-1983 case.
C3X-1988 case was also compared with a coupled fully 3D conjugate simulation carried out to better understand
the ﬁlm cooling phenomena. Some diﬀerences between conjugated, thermal procedure simulations and experimental
data is reported but the overall agreement is good. Main diﬀerences are to assume to the strong 3D interactions of ﬁlm
cooling with the main ﬂow, diﬃcult to predict using a correlation-based approach.
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The procedure results indicate that a decoupled correlative approach can become a useful and reliable tool in gas
turbine cooling analysis and design.
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